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ES-SYSTEM system SD

F
 40

IP 

PL GB D

Stateczniki 
indukcyjne

Inductive ballast

Ýëåêòðîìàãíèòíûå
áàëëàñòû

VVG

655x103x109

1260x103x109

1560x103x109

655x190x98

1260x190x98

1560x190x98

665x665x100

G13

G13

G13

G13

G13

G13

G13

1xT8 18W

1xT8 36W

1xT8 58W

2xT8 18W

2xT8 36W

2xT8 58W

4xT8 18W

SD 118

SD 136

SD 158

SD 218

SD 236

SD 258

SD 418

1027000

1028000

1029000

1030000

1031000

1032000

1033000

Stateczniki 
elektroniczne

Electronic ballast

Ýëåêòðîííûå 
áàëëàñòû

EVG

1260x103x109

1560x103x109

655x190x98

1260x190x98

1560x190x98

665x665x100

G13

G13

G13

G13

G13

G13

7366000

7367000

7368000

7369000

7370000

7371000

SD 136 EVG

SD 158 EVG

SD 218 EVG

SD 236 EVG

SD 258 EVG

SD 418 EVG

1xT8 36W

1xT8 58W

2xT8 18W

2xT8 36W

2xT8 58W

4xT8 18W

Wersja awaryjna,
Stateczniki indukcyjne

Emergency version,
inductive ballast

Ýëåêòðîìàãíèòíûå
áàëëàñòû
- àâàðèéíàÿ âåðñèÿ

Notausführung, VVG

1260x190x98

1560x190x98

665x665x100

G13

G13

G13

8124000

8125000

8126000

SD 236 AW

SD 258 AW

SD 418 AW

2xT8 36W

2xT8 58W

4xT8 18W

A B

C

80

80

C0 C90

ES1032

AxBxC

D

SD118
SD218
SD136
SD236
SD158
SD258
SD418

460
460
900
900

1200
1200

400x400

D4433

1,20

2,00

3,00

1,50

3,70

5,50

6,80

1,60

2,60

1,10

3,30

5,10

6,40

5,10

7,00

8,30

kgTypTyp4433

Íàêëàäíûå ïîòîëî÷íûå 
ñâåòèëüíèêè äëÿ ëèíåéíûõ 
ëþìèíåñöåíòíûõ ëàìï. 
Êîðïóñ èçãîòîâëåí èç 
ìåòàëëà, îêðàøåí â áåëûé 
öâåò ïî òåõíîëîãèè 
ïîðîøêîâîãî íàïûëåíèÿ. 
Óñòàíàâëèâàåòñÿ îïàëîâûé 
ðàññåèâàòåëü. 
Ýëåêòðîìàãíèòíûå ëèáî 
ýëåêòðîííûå áàëëàñòû. 
Èìååòñÿ àâàðèéíàÿ âåðñèÿ.

RUS

381
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Anbauleuchte für 
Leuchtstofflampen T8. Gehäuse 
aus Stahlblech, weiß, 
pulverbeschichtet. 
Kunststoffabdeckung opal, IP 40. 
VVG oder EVG. Optional 
Notlichtausführung.
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